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(54) MuKi-lingual television; recording a plurality of television programmes simultaneously; dial-up television 

(57) A multi-lingual television system may have a plurality of different language sound tracks 1 . . n and a 
plurality of different language text tracks a . . x transmitted in parallel with the video frames; alternatively 
(figure 2) the sound and text tracks may be time multiplexed with the video frames. The user may select which 
language sound and text is to be used. 

A plurality of television programmes may be recorded simultaneously, possibly under the control of a 
control signal 0 transmitted with the video signal. 

The whole system may operate as dial-up television in which the user dials up a channel for viewing on 
demand. 

The system may be provided on a circuit board for plugging into a computer. 
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Improved Television Systeai 

A system designed for an improved television transmission, reception and recording means 
incorporating multi-lingual operation, multi-channel recording, dial up tv. 

Current television programs are geared to a single sound track. The recording of such programs on 
video is similarly with a single sound track. 

When people travel abroad they can acquire a tv but face the difficulty of incomprehensible sound 
track. Similarly they can hire a video with the same complication. 

Producers of all types of programs films, documentaries, arts, comedy et al face the problem of 
dubbing the program in a different language resulting in a variety of releases. Live programs cause a 
particular nuisance. International events have a variety of language commentaries but in any one country 
only one is available. 

People are moving around in larger numbers and more often. The need for a comprehensible television 
channel when abroad is evident and rising. It is no more apparent than within the EU, 

The system described herein uses the improvements in technology to transmit, record such programs 
with a multiplicity of language tracks. Whereby the production chore of different releases for each 
language, at least reduced and possibly eliminated completely. In the case of the viewer regardless of 
where he is the choice of the language is open for selection from the possible choices offered by the 
program, film producer, transmitting company. 

With the increase in channels via satellites and cable the users have a greater and greater choice 
with possibly cover of home channels when abroad. The viewer however is still restricted in his choice, 
he may prefer a foreign program but without comprehension. 

Further the increases in the number of channels has resulted in mesmerizing the viewer with the 
available choice. At any one time how many can one possibly view or video record. Selection itself is 
practical problem. With choice from such a large variety some useful programs are inevitably missed, only 
discovered the day, week after. Channels resorting to repeating the programs, not a very suitable way to 
fill the air. 
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An embodiment of a television reception system with the capability to pick a different language 
track for sounding with the current frames. The user would interact with the tv system through switches 
to select the language of interest or preferably through the remote control which would bring up a menu on 
the screen for the user to choose from. Such choices may be stored for subsequent use with regard to the 
time, channel or program. 

An embodiment of a television reception unit operating under the transmission on the control 

channel. 

An embodiment of a television reception unit operating under the dial up channel, offered on the 
cable tv, satelite tv, optical cable phone network, traditional phone network, mobile phone network. 

An embodiment of a television reception system with switches and or a remote control interface to 
permit usage of the multi-lingual broadcast. 

An embodiment of a remote control unit to operate a multi-lingual television reception system. 

An embodiment of a television reception system with suppress the sound from the broadcast under the 
current art and generates the sound track currently selected by the user, indicated by the channel, program, 
time memory. 

The video recorder would record such programs in similar fashion, the number of sound, text tracks 
recordable will depend on size of the tape and the quality of the read/write head. As technology improves 
more and more text, sound tracks will be recordable. 

A new tape size can be used to maximise sound track recordings. This will cause incompatibility with 
the existing standard video cassette. The solution is to design a video recording/playing unit embodiment 
which accepts both the traditional cassette and the new cassette. The recorder would effectively have dual 
operating capability. 

The existing standard vhs video cassette can be used to permit usage with existing video players. 
The recording technique employed should be such that it does not interfere with use of the cassette under 
current art. One method would be to record the text, sound tracks on the vacant side of the tape. To a 
person skilled in the art other choices will be apparent. 
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The user would interact with the recording system through switches to select the language of 
interest or preferably through the reaote control unit. Both means would bring up a menu on the 
tv/monitor/screen and or on the videos own display unit for the user to choose from. Such choices may be 
stored for subsequent use with regard to time, channel or program. 

An embodiment of a remote control unit to operate a multi-lingual recording/playing system. 

ftn embodiment of an integrated remote control unit to operate a multi-lingual television reception 
system and a recording/playing system. 

An embodiment of an integrated system incorporating the television reception unit and 
recording/playing unit as described above. 

The essential functions of the reception system described herein can be incorporated into a 
dedicated integrated electronic circuit board fig 3, some other add on board, a mother board and thereby 
give the computer, tv, electronic equipment using or made froDi such a board all the functions as herein 
described. 

Such a board would give a host computer a tv reception, and recording, playing means and peniiit a 
limitless variations on the use through software. Such a board would save the users investment in a 
computer. 

The add on card may be de-installed and installed on a new or different computer system permitting 
clients to upgrade or change their systems at will or for carriage during travel. 

To enable, disable, activate an interface or function, to program, adjust, enhance, modify, the 
software functions, the hardware functions, the operational characteristics for any of the interfaces for 
the systems, the operator will be able to: 

set, reset the physical series of dip switches, set, reset, adjust the software switches via a 
software control module, add or delete software switches, modify the function of software switches 
by upgrading the control module specifically or the operating system software generally. 

and thereby exercise complete control over the functioning and operating characteristics for the systems. 
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Fig 3 ICB 

1. singular / plural anteima interface for transmission/ reception 

ty aerial input/output 
3. optical cable input/ouput 
i- modea input/output 
5. plurality of roa chips 

6- battery 

7- clock 

8. plurality of ram chips 
5- plurality of cios chips 

10. - vacant encoding, decoding. roa. . . chip slots. 

11. vacant interface chip slots. 

12. plurality of dip switches 
interface into the host computer bay and power pins 
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A system designed for an improved television transmission, reception and recording means 
incorporating multi-lingual operation, multi-channel recording, dial up tv. 

A transmission system according to claim 1 transmitting control data on the control channel (0) 
or channels, multi-lingual text channels (a,b..x ), multi-lingual sound tracks l..n spchronised 
with the picture frame in independent channels, under scheme from fig 1 or fig 2, 

A transmission system according to the preceding claims rfiere the number of channels for control, 
sound and text may be increased, decreased, interchanged, altered, temporarily, permanently on a 
real time basis to accommodate different conditions, 

A Dial up transmission system according to the preceding claims tv where a dedicated channel is 
leased from satelite tv, satelite network, cable tv, mobile phone network, optical cable network 
for the transmission of a specific program, film and the like, the viewer would dial up a channel 
on demand for viewing. 

An embodiment of a television reception system according to the preceding claims with the 
capability to pick a different language track for sounding with the current frames, the user 
interacting with the tv system through switches to select the language of interest or preferably 
through the remote control, the user choosing from a menu on the screen. Such choices stored for 
subsequent use with regard to the time, channel or program. 

An embodiment of a television reception unit according to the preceding claims operating under the 
transmission on the control channel. 

An embodiment of a television reception unit according to the preceding claims operating under the 
dial up tv techique. 

An embodiment of a television reception unit according to the preceding claims operating under the 
dial up channel, offered on the cable tv, satelite tv, optical cable phone network, traditional 
phone network, mobile phone network. 

An embodiment of a television reception system according to the preceding claims with switches and 
or a remote control interface to permit usage of the multi-lingual broadcast. 
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21. An embodiment of an integrated remote control unit according to the preceding claims to operate a 
multi-lingual television reception system and a recording/playing system. 

22. fin embodiment of an integrated system according to the preceding claims incorporating the 
television reception unit and recording/playing unit as described above. 

23. A dedicated integrated electronic add on board fig 2, some other add on board, a mother board to 
give the computer, electronic equipment using or made from such a board all the functions, 
operations, applications and advantages claimed in the preceding claims and described in the 
description. 

24. The application of singular, plural, stand alone or netvorked system or systems as claimed in the 
preceding claims in a specific environment or embodiment may alter, increase, decrease the number, 
variety and combination of interfaces required and software functions performed to comply with the 
requirements of the institution, establishment, to ensure the design is efficient, productive , 
secure and continue to operate and achieve the essential objective of providing an improved and 
efficient television means according to the preceding claims with the advantage of shared 
resources. 

25. To enable, disable, activate an interface or function, to program, adjust, enhance, modify, the 
software functions, the hardware functions, the operational characteristics for any of the 
interfaces for the system or systems claimed in the preceding claims, the user will be able to: 

set, reset the physical series of dip switches, set, reset, adjust the software switches 
via a software control module, add or delete software switches, modify the function of 
software switches by upgrading the control module specifically or the operating system 
software generally, 

and thereby exercise complete control over the functioning and operating characteristics for the 
system. 

26. The improvements, advances, advantages described and claimed in the preceding claims for 
implemention on any tv transmission means: traditional wireless tv, cable tv network, satellite tv 
network, dial up tv, or any new tv transmission technique, 

27. A system substantially as described, with reference to the drawings, which forms a sub set or a 
super set of the system described. 
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